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CETA XS
UT WALL CRAWLER FOR THICKNESS MEASUREMENT
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CETA XS is our latest generation of 
storage tank UT wall crawlers with
“on board UT” device for a better
SNR.
The three-wheel design concept 
makes it very easy to maneuver 
around obstacles and even rotate 
360º on the same spot.
The system is suitable for scanning 
walls of large storage tanks, using 
Ultrasonic Inspection to map the 
thickness profile of the wall from 
the outside with a UT wheelprobe
Control module and  Li-ion batteries 
redesigned in a more compact   and 
lighter design.

• Reliable automated inspection of 
storage tank walls for corrosion 
degradation.
• Software functionality gives
thickness readings every 1 mm
throughout the inspection.
• Software performs automatic data 
capture and positioning.
• Complete Scan ‘ scans are
automatically stored in a database for 
recording and re call.
• Outstanding maneuverability at 
speeds of up to 175 mm/s.
• Independent drives on each
main wheel. Front wheel with free 
rotation or fixed in a position.
• Customized report available.
• Option Camera vision
• Meets the requirements of API 653
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 THE UNIT CAN PASS OVER 
COMMON WELDINGS
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The CETA XS operates with a single cristal Wheel probe
transducer having a frequency of 5 or 10 MHz’s. The wheel
probe is virtually dry contact, using a minimal water 
reservoir, with gravity fall to moisten the contact surface 
during inspection, in order to improve the signal where
there is Paint or corrosion.
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The data acquisition system measures the 
thickness every 1 mm with accurate
control position and measurement
accuracy better tan 0.1 mm. The real time 
display shows the A-Scan data with either
the thickness or amplitude scans in the B-
Scan window, provided from the A-Scan 
data (switchable). All scans are stored for 
future análisis.
Post scanning data processing is available
with a full suite of post processing tools
including adjustment, filters, re-gate and 
customized reports.

According to API-653, specifications of the 
storage tanks can be included, to calculate
mínimum aceptable thickness and maximum
allowable tank capacity.
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Find more Ceta Wall 
crawler information
using the following
QR code

ITEM DESCRIPTION

Technique UT pulse-echo

Probe - Frequency Single probe 5 MHz´s–10 MHz´s

IP Tested IP for dust sealing and water splash

Materials Stainless steel, aluminum 7075 and covers with 
injection plastic 

Power supply Ion-Lithium batteries

Software Based on Windows 11 64 bits

Connections Ethernet cable

Visual control (Option)  camera for visual inspection and control

Integrated camera for visual inspection in real time while UT inspection is being carried
out. Optional.
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